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                                                            INSTALLATION BASICS
· Glass block is a non-load bearing material; the structure above glass block panels should not deflect 
· Sills under exterior glass block panels must be coated with water based asphalt emulsion, then completely to dry before mortar is applied 

·  Exterior panels of Vetroarredo® should not exceed 100ft2 (9.3m2)
·  Interior panels of Vetroarredo® should not exceed 150ft2 (14m2) 
·  Panels should not exceed 25ft (8m) in width or 10ft (3m) in height without prior written approval by VETROARREDO® North America
· Glass block panels can be secured to the structure using panel anchors, chases or channels
· Expansion spaces at jambs and head of panel must be kept free of mortar during installation, then properly sealed on both sides once mortar dries 

MORTAR MIX

· Erect panels using a type “S” mortar mixture:

· 1 part Portland Cement (White)

· 1/2 part lime

· 2.25 ~ 3 parts clean white sand (equal to combined volume of cement and lime)

· Integral, non-air entrained waterproofer (optional)
· Do not add accelerator compounds

· Do not install when the temperature is 40°F (4°C) and falling.

WORKMANSHIP

· Fill all mortar joints completely with mortar - do not furrow
· If color is desired it can be added to the mortar. Conversely, joints may be raked back 3/8” (10mm) before the mortar sets, and then filled with non-sanded grout once the mortar dries
· Do not tap glass block with trowel or tip of handle –a white crutch tip on the trowel handle is ideal
· Strike and tool joints after initial mortar set – not too wet, and not too dry
· Clean excess mortar from face of glass block before it has set. Rinse cleaning sponge or cloth frequently to remove particles that may scratch the glass
· Do not use abrasive cleaners or acids
· A super fine grade steel wool may be used carefully EXCEPT ON SATIN FINISH – which comes with a protective release sheet that is removed after installation
· After final mortar set, install packing at head and jambs, then seal
[image: image2.png]LINTEL PLATE~_
~.
EXPANSION STRIP -~

LINTEL PLATE
SEALANT
SEE NOTE

EXPANSION STRIP

PANEL ANCHOR
VETROARREDO® GLASS BLOCK

NOTE: The "gep' of fhe fop of the glass block
panel is defermined by the anficipeted
defleciion of the sfruciure cbove the panel; it
should be @ minimum of 1/4" (Smm]

WATER BASED
ASPHALT EMULSION

{— EXPANSION STRIP

| ——~PANEL ANCHOR

2, 1/4" (6MM) ANCHOR
BOLTS OR SCREWS





[image: image3.jpg]



VETROARREDO® North America, PO Box 1812, Cranberry Township, PA 16066   Fax: (+1) 724 242-2121    E-mail: technical@vanagb.com











